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VERSACASE  
VersaCase products are sturdy, reliable items 
for use in many U.S. EPA methods. Apex In-
struments has an array of Versacase products 
available for any source testing need.

VSB2 VERSACASE
The VSB2 VersaCase is a lightweight portable 
lab frame ideal for supporting complex glass-
ware setups. Originally designed to complement 
the Model 623 Source Sampler Console for 
Volatile Organic Sampling (VOST). Unit features 
a pre-punched panel with a combination handle/
monorail bracket, coolant reservoir brackets 
(accommodates standard modular impinger 
cases), and removable front and rear doors. 
Interchangeable probe clamps for 3/4” and 1” 
sheaths are available. Call for details on cus-
tomized kits for other testing methods.
Dimensions: HxWxD: 24” x 12” x 11” (61 cm x 
30.5 cm x 27.9 cm).
VSB2

VSB2
(shown open with internal clamps)

Model Description
PC-3/4 Stainless steel hinged probe clamp (for 3/4” 

OD Probe)

PC-3/4E Extended stainless steel hinged probe clamp 
(accepts MFH-25CA)

VSB Clamp Replacements

The VersaCase Umbilical Cable (VU-) includes 
four Type-K thermocouple extensions, 1/4” quick 
connects, sample line and three plug-in jacks 
terminating in a sturdy aluminum junction box. 
Standard with stainless steel fittings and quick 
connects. Other lengths available upon request.
Add “V” to end of product number for
240 VAC/50 Hz option.
VersaCase Umbilical with Connection Box,
1/4” stainless steel quick connect.
VU-30
VU-60
VU-90

VERSACASE UMBILICAL

VSB2
(shown closed with 

probe clamp attached)

PC-3/4 PC-3/4E

SK-626 Method 6 Train
with VSB5 Versacase

VSB5 VERSACASE
The VSB5 VersaCase with hinged, removable 
doors.  Includes PC-3/4E probe clamp.
Inside Cabinet Dimensions:
H x W x D  11.8 x 11.2 x 8.9”
(30 cm x 28.5 cm x 22.5 cm)

VSB5
(exterior)


